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                   All-world Diesel Generator, inc.
Billing & Marketing Group

P.O. Box 97, Post Falls, ID 83877

      * Tel (208) 667-4036 * Fax (208) 667-7317 * Toll Free (877) 530-7171

powerdoc@earthlink.net           *           powerinfo@earthlink.net 

 www.allworlddieselgen.com     

ADG QUIET ENCLOSED CUMMINS, ISUZU & KUBOTA PRICE LIST                    (CUSTOMER)
	MODEL
	ENGINE
	SB KW1
	PC KW2
	DBA LEVEL
	WEIGHT
	$SELL

	ADG-C-12UCM-4
	A-1400
	12
	11
	62 @ 21’ FL
	1000 LBS
	$8495

	ADG-C-16UCM-4
	A-1700
	16
	14.5
	64 @ 21’ FL
	1200 LBS
	$8795

	ADG-C-21UCM-4
	A-2300
	21
	19
	66 @ 21’ FL
	1400 LBS
	$9495

	ADG-C-26TUCM-4
	A-2300T
	26
	23.5
	68 @ 21’ FL
	1500 LBS
	$10195

	ADG-I-6UCM-4
	3CA1
	6.5
	6
	60 @ 21’ FL
	800 LBS
	$7995

	ADG-I-8UCM-4
	3CB1
	9
	8
	60 @ 21’ FL
	900 LBS
	$8195

	ADG-I-12UCM-4
	3CD1
	12
	11
	62 @ 21’ FL
	1000 LBS
	$8495

	ADG-I-20UCM-4
	4LE2
	20
	18
	66 @ 21’ FL
	1400 LBS
	$9495

	ADG-K-7UCM-4
	D905-BG
	7.5
	6.6
	60 @ 21’ FL
	800 LBS
	$8945

	ADG-K-8UCM-4
	D1105-BG
	9.8
	8.8
	61 @ 21’ FL
	900 LBS
	$9095

	ADG-K-11UCM-4
	V1305
	11
	9.8
	62 @ 21’ FL
	950 LBS
	$9557

	ADG-K-13UCM-4
	V1505
	12.8
	11.3
	63 @ 21’ FL
	1000 LBS
	$9895

	ADG-K-15UCM-4
	D1703-BG
	14.5
	12.8
	62 @ 21’ FL
	1200 LBS
	$9695

	ADG-K-17UCM-4
	V1903-BG
	16.5
	14.5
	64 @ 21’ FL
	1400 LBS
	$10795

	ADG-K-20UCM-4
	V2203-BG
	19.4
	17.2
	66 @ 21’ FL
	1500 LBS
	$11195

	ADG-K-23TUCM-4
	V2003T-BG
	23
	20.8
	66 @ 21’ FL
	1600 LBS
	$11395

	ADG-K-30UCM-2
	V3300-BG
	26
	24
	68 @ 21’ FL
	1800 LBS
	$10895


OPTIONS

	1
	Install analog engine & generator gauges in lieu of digital for manual start applications
	Add $400

	2
	Upgrade digital controller to include engine & generator real-time output gauges (DS 5210)
	Add $400

	3
	Upgrade digital controller to include KW, power factor, & communications capability (DS 5310)
	Add $695

	4
	Install over-sized generator end for single-phase HD motor starting (recommended for pumps & large AC units)
	Add $450

	5
	Install remote fuel connections w/ selector switch for remote or genset tank application
	Add $595

	6
	Install electronic governor on Isuzu or Kubota engine for .25 - .5% hertz regulation for sensitive electronics
	Add $995

	7
	Install 120v / 750w standby rated engine block heater (increase life of standby engine by 25%)
	Add $225

	8
	Install 120v / 3.5A-DC standby rated battery charger (necessary for standby auto-start application)
	Add $225

	9
	Install Raycor water-fuel separator filter system (recommended for tropical and cold climates)
	Add $250

	10
	Install heavy duty casters on bottom of skid (2 casters w/ locking device)
	Add $595

	11
	Install externally mounted quick-connect panel w/ cam-lock system for trailer mounted models
	Add $450

	12
	Install autostart connection in Item #11, externally mounted panel
	Add $150

	13
	Install engine block heater connection in Item #11, externally mounted panel
	Add $150

	14
	Install standby battery charger connection in Item #11, externally mounted panel
	Add $150

	15
	DOT rated single-axle trailer w/ 2” ball hitch, 15” wheels, and torsion-type axle w/ lights
	Add $1950

	16
	UL rated NEMA-3R (indoor or outdoor mounted) 200A 2-pole + fixed neutral manual transfer switch (GS1101B12UL)
	Add $695

	17
	UL rated NEMA-3R (indoor or outdoor mounted) 100A 2-pole + fixed neutral manual transfer switch (GS1201B20UL)
	Add $595

	18
	UL rated NEMA-1 (indoor mounted) 200A 2-pole + fixed neutral ATS panel with exerciser function (95.75200)
	Add $1295

	19
	UL rated NEMA-3R (indoor or outdoor mounted) 200A 2-pole + fixed neutral ATS panel with exerciser (95.75201)
	Add $1495

	20
	Remove enclosure for open configuration (for indoor installations)
	<Deduct $750>


STANDARD FEATURES

*Stationary standby or prime duty rated diesel genset





*Manuals: Engine / Generator / Controller
*Single or 3-phase applications







*Warranty: 1-year or 1000 hours parts and labor
*Heavy duty (HD) motor-starting over-sized generator for 3-phase application



*Free ADG guide & photos for wiring connection
*Dimensions: 76”L x 36”W x 48”H / Add 8” to L & W & 4” to height for over-sized shipping pallet

*Free ADG lifetime technical trouble-shooting service  

*HD aluminum all-weather enclosure w/ lockable removable side doors




via phone, fax, or e-mail
*Front & rear air scoops for maximum air-flow and sound attenuation



*ADG single source contact for all parts and warranty 
*Sound attenuation package installed in genset & front-scoop for super quiet operation



service
*Skid mounted engine/generator assembly w/ vibration isolators

*Cummins, Isuzu or Kubota 1800 rpm liquid-cooled industrial engines

*50 degree rated mounted radiator system
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*Electronic governor system for .25% hertz control (standard on Cummins only)

*Oil, fuel, air, & water-fuel filters installed

*Residential grade muffler system installed inside enclosure

*Over-sized Mecc Alte 12-lead reconnectable AVR PMG brushless ‘H’ rated generator end

*Main generator breaker

*DynaGen GSC300 digital controller w/ LED engine /generator safety indicators

*Auto-start system for ATS or inverter applications + hour meter

*Steel base mounted fuel containment pan w/ drain plug

*Plastic drop-in 41-gallon fuel tank w/ sight gauge installed in containment pan


1
Maximum/Standby Power
*Battery, rack, & cables installed







2
Prime Continuous Power
